
MIL-STD-2073 - Standard Practice for Military 

Packaging 

Subject/Scope: 
This document outlines standard processes for the development and documentation of 

military packaging, as distinct from commercial packaging. This standard covers 

methods of preservation to protect materiel against environmentally induced corrosion 

and deterioration, physical and mechanical damage, and other forms of degradation 

during storage, multiple handling, and shipment of materiel in the defense transportation 

system. A decision chart is included for determining the applicability of commercial or 

military packaging practices (see figure 1). If military packaging is applicable, figure 1 

will further aid in the development of detailed packaging requirements. 
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 Text in blue boxes such as this one is instructional and is intended to assist you in understanding the document. 

Text in red boxes such as this explains changes made to the document by The Wooden Crates Organization. 

Red text has been added to the document or modifies the document since its final version was officially published. 

Soft Conversion of Imperial to Metric 

Conversions, when made, consider materials that are available in metric or imperial sizes rather than converting 

sizes exactly. For example: Panelboard (plywood) in the US is typically 4 feet X 8 feet (1220 x 2440 mm) while 

panelboard in metric countries is typically 1200 X 2400 mm. Since the standard was developed based on readily 

available materials these variations in material sizes could not have been practically considered. 

The content of the document below has not been modified. 
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